+, Round, High-Quality 2-Way

Speaker

IMPP (Injection-Molded
Polypropylene) Cone for
Excellent Mid-Bass
Reproduction

One-body Design with Baffle
Board Wall Mount for Easy
Installation in Wall* or Ceiling

« 6-inch (15.5cm) Cone Woofer
and 3/4-inch (2cm)
Adjustable Soft Dome
Tweeter

» Max. Input Power: 80W

* Mounting brackets included

+ Rectangular 2-Way Speaker Reproduces
Pure, Clear Sound

+ IMPP Cone for Excellent Mid-Bass
Reproduction

+ One-Body Design with Baffle Board
Wall Mount for Easy Installation in
Wall* or Ceiling

+ 6-1/2-inch (16.5cm) Cone Woofer and
3/4-inch (2cm) Adjustable  Soft Dome
Tweeter

+ Max. Input Power: 100W

* Mounting brackets included

« Rectangular 2-Way Vertical Dual Woofer
Speaker for Realistic, High-Impact
Surround Sound

+ IMPP Cone for Excellent Mid-Bass
Reproduction

+ One-Body Design with Baffle Board
Wall Mount for Easy Installation in
Wall* or Ceiling

« 4-1/2-inch (11.5cm) Cone Woofer (x2)
and 3/4-inch (2cm) Adjustable  Soft
Dome Tweeter

« For Center Speaker or Vertical Twin
Speaker Use

+ Max. Input Power: 70W

* Mounting brackets included



